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Cementitious

APPLICATIONS: BENEFITS:

• Basements and underground structures
• Water tanks and reservoirs
• Toilets, bathrooms, and wet areas
• Balconies and terraces
• Roof slabs and podium decks
• Foundations and sub-structure concrete
• Lift pits and retaining walls
• Concrete repair and refurbishment works

• Seals hairline cracks up to 0.3 mm
• Resists positive and negative water pressure
• Excellent adhesion to concrete substrates
• Strong crack-bridging capability
• Suitable for damp substrates
• Non-toxic and eco-friendly formulation
• Compatible with direct tiling, plastering, or screeding

Uniseal Cementitious System is a combination of Uniseal® Slurry+ and Uniseal® Flex, 

designed to work together to form a waterproofing solution for concrete structures.

Uniseal® Slurry+ is a cement-based waterproofing component formulation that 

penetrates concrete and react with moisture to form insoluble crystals within 

capillary pores and micro-cracks.

When used together with Uniseal® Flex, a two-component flexible cementitious 

coating, the system forms a durable waterproofing membrane with excellent 

adhesion, crack-bridging capability, and high tensile strength. The coating is eco-

friendly, and allows direct tiling, plastering, or screeding after curing.

Tech Specs UOM

Material

Colour:
Pack Size

Water Absorption %
Water Resistance

Chemical Resistance

Application: 2 coats Sprinkle
Mix Ratio 2 Powder : 1 Water
Nominal Coverage m²/set 12.5 2.1
Init ial Set @ 25°C mins 20

Uniseal® Slurry+ Uniseal® Flex

in pH range 3-12

20kg

7.5

Density kg/l 3.2
Shrinkage microstrains > 600

No penetration No penetration

Cement, Quartz Sand, Activating
Chemicals
Grey

Resists mild acids & caustic materials

SEC Green Label

2 coats 3 coats

28 20

Tensile Strength MPa 1 1
Elongation @ break % 407 407
Hardness Shore A 53 53
Adhesion Strength MPa 1 1
Crack Bridging mm 3 3
SEC = Singapore Environment Council

Polymer 17l + Powder 25kg

Yes

Acrylic Polymer
Grey


